Coupling Guards

Goulds Pumps meets OSHA requirements* for

coupling guards to upgrade existing equipment.

Guards are available in carbon steel, aluminum
for non sparking safety, and 316 stainless steel
for corrosive environments. Hardware is
provided in 304SS and each guard is painted
OSHA orange. (Kits include parts shown at
right.)

* (Complies with OSHA 1910 and ANSI
Standard B15.1)
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Selection Guide Instructions

Please refer to the following pages for a complete listing of the OHSA* approved
coupling guards available for use with your Goulds pump.

Creating the correct part number to order is as easy as 1-2-3. Follow these
instructions:

1. Identify the pump model and group.
Example:3175S

2. ldentify the motor frame size for that unit.
Example:284T

3. Choose the appropriate material of construction you require for that piece of
equipment.

Example:CS

You now have all the information necessary to create the correct Goulds part
number.

1. From the model and group information, copy the assembly number.
In this case “0A03155A-"

2. From the motor frame size column, copy the corresponding suffix number from
the adjacent row.

In this case, the letter “B”
3. Select the corresponding Goulds material code from the construction list.
In this case, carbon steel equals code “3201".
Combine the information as Goulds Part No.  0A03155A-B3201

Place an order with your Goulds representative giving the equipment numbers so
the guard can be tagged properly prior to shipment.
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@ Model 3175

3175S Coupling Guards
Assembly No. 0A03155A-

Suf- Guard Mat’l/Code Maximum Coupling Size

fix | Steel | Alum | 316SS Love- Rex- Kop-
Motor Frames | No. | 3201 | 9913 3211 | Wood’s | Falk | Dodge | Thomas | joy | Fast | nord pers
213T,215T,
254T,254U,
256T,256U, SC12 |1100| PS- 351 225 |3.5B 40 80D0
284TS,284U, T31| 100 |DBZ-C | RSS ES-R
286TS,286U A
284T,286T B
3245,326S B
324T,324TS,
324U,326T,
326TS,326U,

364TS,364US,
365TS,365US | C

364U,365U

m

364T,365T SC14 |1130) PS- 451 225 |35B, 70 90D0

n

404T,404U, T31| 140 |DBZ-C | RSS ES-R
405T,405U

®

404TS,404US,
405TS,405US

444T,445T

444U,445U

444US,445US

444TS,445TS

447T

m I TO O IO

447TS

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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3175M Coupling Guards
ASSEMBLY NO. 0A03159A-

Suf- Guard Mat’l/Code Maximum Coupling Size

fix | Steel | Alum | 316SS Love- Rex- Kop-
Motor Frames | No. | 3201 | 9913 3211 |Wood’s | Falk | Dodge | Thomas | joy | Fast | nord pers
254T,256T A
284TS,286TS B
284U,286U A
284T,286T C
3245,326S A
324T,324TS,
324U,326T,
326TS,326U C
364US,365US D
364TS,364U, SC14 |1130| PS- 451 225 | 3.5B 70 90D0
365TS,365U C T31| 140 | DBZ-C | RSS ES-R
364T,365T,
404T,404U,
405T,405U E
404TS,404US,
405TS,405US C
444T,445T F
4440,445U E
444US,445US C
444T7S,445TS E
447T F
447TS E

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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3175L Coupling Guards
Assembly No. 0A03160A-

Motor Frames

Suf-
fix
No.

Guard Mat’l/Code

Maximum Coupling Size

Steel
3201

Alum
9913

316SS
3211

Wood’s

Falk

Dodge | Thomas

Love-
joy

Fast

Rex-
nord

Kop-
pers

364TS,364U,
364US,365TS,
365U,365US

364T,365T,
404T,404U,
405T,405U,

>

404TS,404US,
405TS,405US

444T,445T

444TS,445TS

444U,445U

444US,445US

a47T

447TS

>IO0T > >0

SC14

1130
T-31

PS-
140

451
DBz-C

225
RSS

3.5B

70
ES-R

90D0

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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@ Model 3196

(With T Series Power Ends)

NM 3196 ST, 3196 ST, 3198 ST, 3796 ST
Coupling Guards

ASSEMBLY NO. 0A03151A-

Motor Frames

Suf-
fix
No.

Guard Mat’l/Code

Maximum Coupling Size

Steel
3201

316SS
3211

Alum
9913

Wood’s

Falk

Dodge

Thomas

Love-
joy

Fast

Rex-
nord

Kop-
pers

56,143T,
145T,182,
182T,184,
184T,213,
215

213T,215T,
254T,254U,
256U

256T,284TS

286TS,286U

284U

284T,286T

m o @ O| @

SC10

1070
T31

PS70

263

DBz-C

225
RSS

2.5B

20
ES-R

50D0
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Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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(With X-Series Power Ends)

NM 3196 STX, 3196 STX, 3198 STX, 3296 S, 3796 STX
Coupling Guards

ASSEMBLY NO. 0A03751A (Scotchkote - 0A03753A)

Guard Maximum Coupling
Mat’l/Code Size

Motor | Suf- Scotch-
Frames| fix | Steel | Alum | 316SS | Brass kote Love- Rex- |[Kop-
NEMA | No. | 3201 | 9913 3211 9953 6693 Wood’s | Falk | Dodge Thomas| joy | Fast | nord | pers

56,

143T

145T

182

182T A

184

184T
213

215

213T SC10| 1070| PS 263 | 225| 25| 20| 50

215T T31 70 DBZ | RSS| B | ES-| DO

254T B -C R

254U

256U

256T

284TS| B

286TS
286U | B

284U | B

284T
286T E

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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NM 3196 STX, 3196 STX, 3198 STX, 3296 S, 3796STX
Coupling Guards

ASSEMBLY NO. 0A03751A (Scotchkote - 0A03753A)

Guard Maximum Coupling

Mat’l/Code Size
Motor Suf- Scotch-
Frames fix Steel | Alum | 316SS | Brass | kote Love- Rex- |[Kop-
LLE.C. No. | 3201 | 9913 3211 9953 | 6693 |Wood’s| Falk | Dodge Thomas| joy | Fast |nord | pers
80
90 S&M
I1_.00M& SC10| 1070 PS 263 225 25| 20| 50
112M A T31 70 DBZ | RSS ES- |DO
132S&M -C R
160M&L | B
180M&L | E
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Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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T-Series Power Ends
NM 3196 MT, 3196 MT, 3198 MT, 3796 MT
3196 LT, 3796 LT
Coupling Guards

ASSEMBLY NO. 0A03152A-

Suf- Guard Mat’l/Code Maximum Coupling Size
fix | Steel | Alum | 316SS Love- Rex- Kop-
Motor Frames | No. | 3201 | 9913 3211 Wood’s | Falk | Dodge | Thomas | joy Fast | nord pers

56,143T,

145T,182,
182T,184,

184T,213,215 A

213T,215T, SC10 |1070| PS70 263 225 | 2.5B 20 50D0

254T,254U, T31 DBZ-C | RSS ES-R

256T,256U,

284TS,286TS

284U,286U

284T,286T

324S5,326S

324T,326T

324TS,326TS

IO MmO ®@

324U,326U

364TS,364US,

365TS,365US SC12 |1100| PS- 351 225 | 3.5B 40 80D0

®

364T,365T T31| 100 | DBZ-C | RSS ES-R

T

364U,365U F

404TS,404US,

405TS,405US,

444US G

444TS H

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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X-Series Power Ends
NM 3196 MTX, 3196 MTX, 3198 MTX, 3796 MTX, 3196 LTX,
3796 LTX Coupling Guards

ASSEMBLY NO. 0A03752A (Scotchkote - 0A03754A)

Guard Maximum Coupling
Mat’l/Code Size
Motor Suf- Scotch-
Frames fix | Steel | Alum | 316SS | kote Love- Rex- | Kop-
NEMA No. | 3201 | 9913 3211 6693 | Wood’s | Falk | Dodge | Thomas| joy | Fast | nord | pers
56, 143T, 145T
182, 184 A
182T, 184T
213, 215 B
213T, 215T F SC10 | 1070, PS70 263 | 225| 25B] 20| 50
254T, 254U T31 DBZ- | RSS ES| DO
256T, 256U C -R
284TS, 286TS
284U, 286U C
284T, 286T D

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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NM 3196 MTX, 3196 MTX, 3198 MTX, 3796 MTX, 3196 LTX,
3796 LTX Coupling Guards

ASSEMBLY NO. 0A03752A (Scotchkote - 0A03754A)

Guard Maximum Coupling
Mat’l/Code Size
Motor Suf- Scotch-
Frames fix | Steel | Alum | 316SS kote Love- Rex- | Kop-
NEMA No. | 3201 | 9913 3211 6693 | Wood’s | Falk | Dodge | Thomas| joy | Fast | nord | pers
80, 90L, 90S A
100L SC10 | 1070 PS70 263 | 225| 2.5B 20| 50
112M, 112S B T31 DBzZ- |RSS ES | DO
132M, 132S C -R
160L, 160M C
180L, 180M D

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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NM 3196 MTX, 3196 MTX, 3198 MTX, 3796 MTX, 3196 LTX,
3796 LTX Coupling Guards

ASSEMBLY NO. 0A03752A (Scotchkote - 0A03754A)

Guard Maximum Coupling
Mat’l/Code Size
Motor Suf- Scotch-
Frames fix | Steel | Alum | 316SS kote Love- Rex- |Kop-
NEMA No. | 3201 | 9913 3211 6693 | Wood’s | Falk | Dodge |[Thomas| joy | Fast | nord | pers
324S, 326S C
324T
326T, 324TS
326TS, 324U
326U, 364TS
364US, 365TS
365US D SC12 |1100| PS- 351 | 225 |35B| 40 | 80
364T, 365T E T31| 100 DBZ |RSS ES-R| DO
364U, 365U D -C
404TS
404US, 405TS
405US, 444US D
444TS E

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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NM 3196 MTX, 3196 MTX, 3198 MTX, 3796 MTX, 3196 LTX,
3796 LTX Coupling Guards

ASSEMBLY NO. 0A03752A (Scotchkote - 0A03754A)

Guard Maximum Coupling
Mat’l/Code Size
Motor Suf- Scotch-
Frames fix | Steel | Alum | 316SS | kote Love- Rex- |Kop-
NEMA No. | 3201 | 9913 3211 6693 | Wood’s | Falk | Dodge [Thomas| joy | Fast | nord |pers
200L D SC12 |1100| PS- 351 225 |35B| 40 80
225M T31 100 DBZ | RSS ES-R
225S, 250M E -C

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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3196XLT, 3196XLT-X, 3196X-17 Coupling Guards
ASSEMBLY NO. 0OA03156A-

Suf- Guard Mat’l/Code Maximum Coupling Size

fix | Steel | Alum | 316SS Love- Rex- Kop-
Motor Frames | No. | 3201 | 9913 3211 | Wood’s | Falk |Dodge| Thomas | joy | Fast| nord pers

213,215 C

213T,215T,
254T,254U, SC12 |1100| PS- 351 225 |35B| 40 80D0
256T,256U A T31| 100 | DBZ-C | RSS ES-R

284T,286T B

284TS,284U,
286TS,286U A

324S,326S H

324T,324TS,
324U,326T,
326TS,326U,
364TS,364U,
364US,365TS,
365U,365US G

364T,365T, SC14 |1130| PS- 451 225 |35B| 70 90D0
404T,404U, T31| 140 | DBZ-C | RSS ES-R
405T,405U D

404TS,404US,
405TS,405US

4447 ,445T
444U,445U
444US,445US

444TS,445TS,
447T

OO MO

m

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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@ Model 3316 and 3405

3316S & 3405S Coupling Guards
ASSEMBLY NO. 0A03170A-

Motor Frames Guard Maximum Coupling
A Mat’l/Code Size

Suffix Steel Alum 316SS
A No. 3201 9913 3211 Wood’s Falk Dodge

143T,145T,
182,182T,
184,184T,
213,215 A

213T,215T, 12 S 1100 PX-
254T,254U, T10 100
256T,256U

284U,286U
284TS,286TS
284T,286T
324S,326S

324T,325U,
326T,326U,
364U,365U

324TS,326TS E 14S 1130 PX-

364TS,364US, T-10 140
365TS,365US E

404TS,404US,
405TS,405US E

QO O|W

T

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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3316M & 3405M Coupling Guards
ASSEMBLY NO. 0A03171A-

Guard Maximum Coupling
Suf- Mat’l/Code Size
fix Steel Alum 316SS
Motor Frames No. 3201 9913 3211 Wood’s Falk Dodge
182T,184T,
213,215 A
213T,215T,
254T,254U, 12 S 1100 PX-
256T,256U B T10 100
284U,286U C
284TS,286TS B
284T,286T D
324S,326S G
324T,324U,
326T,326U,
364U,365U F
324TS,326TS,
364TS,364US,
365TS,365US E 14 S 1130 PX-
364T,365T, T-10 140
404U,405U
404T,405T J
404TS,404US,
405TS,405US,
444US,445US E
444T,445T K
444TS,445TS,
447TS H
Material Code Selection Chart
Material Code

Carbon Steel 3201

Aluminum 9913

316 Stainless Steel 3211

@GOU LDS PUMPS
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3316L & 3405L Coupling Guards
ASSEMBLY NO. 0A03172A-

Guard Maximum Coupling
Suf- Mat’l/Code Size
fix Steel Alum 316SS
Motor Frames No. 3201 9913 3211 Wood’s | Falk | Dodge
254T,254U,
256T,256U,
284TS,284U,
286TS,286U A 12 S 1100 PX-
284T,286T B T10 100
324TS,326TS C
324S,326S E
324U,326U D
324T,326T,
364TS,364US,
365TS,365US C
364U,365U D
364T,365T F
404TS,404US,
405TS,405US, 14 S 1130 PX-
444US,445US C T-10 140
404T,405T G
404U,405U,
444U,445U F
444T,445T H
444T7S,445TS,
445TS G
Material Code Selection Chart
Material Code

Carbon Steel 3201

Aluminum 9913

316 Stainless Steel 3211
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Model 3410

3410 S Coupling Guards
ASSEMBLY NO. 0A03157A-

Guard Maximum Coupling
Suf- Mat’l/Code Size
fix Steel | Alum | 316SS
Motor Frames No. 3201 9913 3211 Wood’s Falk Dodge
143T,145T,
182,182T,
184T,184T,
213,215 A
213T,215T, 12S 1100 PX-
254T,254U, T10 100
256T,256U B
284U,286U C
284TS,286TS B
284T,286T D
324S,326S G
324T,324U,
326T,326U,
364U,365U F
324TS,326TS E
364TS,365TS,
364US,365US, E 14 S 1130 PX
364T,365T H T-10 140
404T,405T J
404TS,404US,
405TS,405US E
444T,445T K
444T7S,445TS,
447TS H
Material Code Selection Chart
Material Code

Carbon Steel 3201

Aluminum 9913

316 Stainless Steel 3211
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3410 M Coupling Guards
ASSEMBLY NO. 0A03161A-

Guard Maximum Coupling
Suf- Mat’l/Code Size
fix Steel | Alum | 316SS
Motor Frames No. 3201 | 9913 3211 Wood’s Falk Dodge
143T,145T,
182,184,
182T,184T,
213,215 A
213T,215T,
254T,254U, 12S 1100 PX-
256T,256U B T10 100
284U,286U C
284TS,286TS B
284T,286T D
324S,326S G
324T,324U,
326T,326U,
364U,365U F
324TS,326TS E
364TS,364US,
365TS,365US E
364T,365T H 14 S 1130 PX-
404T,405T J T-10 140
404U,405U H
404TS,404US,
405TS,405US,
444US,445US E
444T 445T K
444TS,445TS,
447TS H
Material Code Selection Chart
Material Code

Carbon Steel 3201

Aluminum 9913

316 Stainless Steel 3211

@GOU LDS PUMPS
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3410 L Coupling Guards
ASSEMBLY NO. 0A03162A-

Guard Maximum Coupling
Suf- Mat’l/Code Size
fix | Steel | Alum | 316SS

Motor Frames | No. | 3201 | 9913 3211 Wood’s | Falk | Dodge
254T,254U,
256T,256U,
284TS,284U, 12-S |1100| PX-
286TS,286U A T-10| 100
284T,286T B
324S,326S E
324T,326T C
324TS,326TS C
324U,326U D
364T,365T F
364TS,364US,
365TS,365US C
364U,365U D
404T,405T G 14S |1130| PX-
404T7S,404US, T-10| 140
405TS,405US,
444US,445US C
404U,405U,
444U,445U F
444T,445T H
444T7S,445TS,
447TS G

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211

@GOU LDS PUMPS
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3410 XL Coupling Guards
ASSEMBLY NO. 0A03163A-

Guard Maximum Coupling
Suf- Mat’l/Code Size
fix | Steel | Alum | 316SS

Motor Frames | No. | 3201 | 9913 | 3211 Wood’s | Falk | Dodge
254T,254U,
256T,256U, 12-S |1100| PX-
284TS,284U, T-10| 100
286TS,286U A
2841 B
324S,326S E
324T,326T D
324T7S,326TS C
324U,326U D
364T,365T E
364TS,364US,
365TS,365US C
364U,365U D 14 S |1130| PX-
404T,405T G T-10| 140
404TS,404US,
405TS,405US C
404U,405U F
444T,445T H
444T7S,445TS,
447TS G

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211

@GOU LDS PUMPS
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@ Model 3415

Ball Bearing Construction Only™
ASSEMBLY NO. 0A03168A-

Page 21 of 34

3415 S Coupling Guards

Maximum

Guard Coupling

Suf- Mat’l/Code Size

fix | Steel | Alum | 316SS

Motor Frames | No. | 3201 | 9913 3211 Falk
404T,405T B
404TS,405TS A

444T,445T C 1030

444T8S,445TS, G-20
447TS B
447T C

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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3415 M Coupling Guards

Ball Bearing Construction Only™
ASSEMBLY NO. 0A03169A-

Maximum

Guard Coupling

Suf- Mat’l/Code Size

fix | Steel | Alum | 316SS

Motor Frames | No. | 3201 | 9913 3211 Falk
404T,405 B
404TS,405TS A

444T,445T D 1045

444TS,445TS, G-20
447TS C
447T D

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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@ Model 3700

3700 S&M Coupling Guards
ASSEMBLY NO. 0A03164A-

Motor Frames

Suf-
fix
No.

Guard Mat’l/Code

Maximum Coupling Size

Steel
3201

Alum
9913

316SS
3211

Wood’s

Falk

Dodge

Thomas

Love-
joy

Fast

Rex-
nord

Kop-
pers

143,145T,
182T,184T

213T,215T,
254T,256T,
284TS,286TS

284T,286T

SC10

1070
T31

PS70

263
DBz-C

225
RSS

2.5B

20
ES-R

50DG

324T,326T

324TS,326TS

mol0O W

364T,365T,
404T,405T

404TS,405TS

444T,445T

444TS,445TS

a47T

447TS

MO MO MM

SC12

1100
T31

PS-100

351
DBz-C

225
RSS

3.5B

40
ES-R

80D0

Page 23 of 34

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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3700 L Coupling Guards
ASSEMBLY NO. 0A03165A-

Suf- Guard Mat’l/Code Maximum Coupling Size
fix | Steel | Alum | 316SS Love- Rex- Kop-
Motor Frames | No. | 3201 | 9913 3211 |Wood’s | Falk | Dodge Thomas| joy Fast | nord pers
215T,254T,
256T,284TS,
286TS A
284T,286T,
324T,324TS,
326T,326TS B
364T,365T, SC14 |1130| PS- 451 225 | 3.5B 70 90D0
404T,405T C T31| 140 |DBZ-C| RRS ES-R
404TS,405TS D
444T ,445T E
444TS,445TS,
447TS C
447T E

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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3700 XL Coupling Guards
ASSEMBLY NO. 0A03166A-

Suf- Guard Mat’l/Code Maximum Coupling Size
fix | Steel | Alum | 316SS Love- Rex- Kop-
Motor Frames | No. | 3201 | 9913 3211 |Wood’s | Falk | Dodge | Thomas| joy Fast | nord pers
284T, 286T A
284TS, 286TS | B
324T, 326T C
324TS, 326TS | A
364T, 365T D SC14 |1130| PS- 451 225 | 3.5B 70 90D0
364TS, 365TS | A T31| 140 |DBZ-C | RRS ES-R
404T, 405T D
404TS, 405TS | C
444T, 445T E
444TS, 445TS | D
447T E
447TS D

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211

@GOU LDS PUMPS
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@ Model 3755
3755S Coupling Guards

ASSEMBLY NO. 0A03154A-

Suf- Guard Mat’l/Code Maximum Coupling Size
fix | Steel | Alum | 316SS Love-
Motor Frames | No. | 3201 | 9913 3211 Wood’s | Falk | Dodge | joy Fast
56,143T,
145T,182,
182T,184,
184T,213,
215 A
213T,215T,
254T,254U,
256T,256U, 12S |1100|PX-100| 225 | 3.5B
284TS,284U, T31 LC
286TS,286U B
284T,286T C
324S,326S B
324T,324TS,
324U,326T,
326TS,326U C

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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3755M Coupling Guards
ASSEMBLY NO. 0A03167A-

Suf- Guard Mat’l/Code Maximum Coupling Size
fix | Steel | Alum | 316SS Love-

Motor Frames | No. | 3201 | 9913 3211 Wood’s | Falk | Dodge | joy Fast

143,145T,

182T,184,

184T A

213,215, B

213T,215T,

254T,254U,

256T,256U,

284TS,284U,

286TS,286U C

284T,286T

324S,326S D 12S |1100/PX-100| 225 | 3.5B

324S,326S C T-10 LC

324T,326T D

324U,326U E

364T,365T F

364TS,364US,

365TS,365US D

364U,365U E

404T,404U,

405T,405U F

404TS,404US,

405TS,405US D

Material Code Selection Chart

Material Code
Carbon Steel 3201
Aluminum 9913
316 Stainless Steel 3211
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GOULDS PUMPS

Installation Instructions for Goulds
ANSI B15.1 Coupling Guards
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Section I: Instructions for ST, MT, LTC, & XLT Power Ends (Units built prior to October 1990)
Section II: Instructions for STX, MTX, LTX, XLT-X and X-17 Power Ends

CAUTION: Before assembly or disassembly of the coupling guard is performed
the motor must be de-energized, the motor controller/starter put in a locked-out
position and a caution tag placed at the starter indicating the disconnect.

Replace coupling guard before resuming normal operation of the pump. Goulds
Pumps, Inc. assumes no liability for avoiding this practice.
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